SBL 70'1 2i 350

Nominal voltage 12V L¢

N

74,0 Ah @ C20to 1,75 V/cell at 20°C

Weminal cpscy 70,0 Ah @ C10 to 1.80 Vicell at 20°C

Length 350 mm
Dimensions Width 167 mm
Height / Total height 182 /182 mm A
Weight ~225kg E
. [ul ) ( AN
VRLA (Valve Regulated Lead Acid) v - + — ")
Techmalogy AGM (Absorbent Glass Mat) @_’[_ —
Design life time 12 years (trickle use at 20°C) L, E L
Intermal resistance ~ 6,0 mQ (full charged) 265
Discharge -20°C ~+60°C 167
Operating temperature Charge 0°C ~ +60°C D14
range ?"‘Y‘_‘Fl*l Ma
Storage -20°C ~ +60°C | -
~ ] 1ZE
Normal operating +20°C £ 5°C I I g
temperature range | s
T (=]
imurn di o
Maximum discharge 700 A (5 sek.) 2
current
Short circuit current 1520 A
Recommended maximum
: 210A
charging current r- ~ 7 ( )
— 0!
Charging voltage Standby use (at 20°C) 13,5~13,8VDC o I
Cycle use (at 20°C 14,4 ~ 14,8 VDC TELEGOM EMERGENGY
yc [ :' 3 fl N UPS A . ‘J \_ LIGHTING )
Self discharge Monthly is less than 3% at 20°C - N\ 7 N ~
Container material ABS UL94HB (optional UL94-V0) A '?.a
Terminal types Internal thread M6 (breaking torque 8 + 10 Nm) Fa e POWER: SECURITY
\ vruries J \ SUPPLY SYSTEMS
CONSTANT CURRENT DISCHARGE CHARACTERISTICS (A at 20°C)
Voltage / time 5min 10 min 15 min 30 min 1h 2h 3h 4h I 5h | 8h | 10h 20 h
96V 24562 171,95 12819 74,19 43,53 26,08 19,15 15,55 13.13 8,77 746 383
10.0V 236,74 166,82 12483 7255 4273 25,70 18,90 15,36 12,98 8,69 739 3,80
10.2V 2520 160,11 12041 70,40 41,66 2519 18,56 15,10 . 12,78 8,57 7,30 376
10.5V 210,37 161,40 11466 67,58 40,25 24,52 18,11 14,76 ' 12,51 ' 8.41 717 3,70
108V 191,67 140,30 107 27 63,93 38,42 23,64 17,52 14,31 12,15 8,20 7,00 363
1.1V 168,67 126,40 97,93 59.26 36,06 22,49 16,74 13,72 11,69 793 6,78 3,53
CONSTANT POWER DISCHARGE CHARACTERISTICS (W at 20°C)
Voltage / time 5min 10 min 15 min 30 min 1h 2h 3h 4h 5h . 8h 10h 20 h
96V 2536,6 1780,0 1364.8 8206 4957 301,0 2228 181,9 l 154 1 1044 89,3 459
10,0V 2509.8 17r27 13570 8145 49,7 2988 2211 180.6 16532 1036 88,7 456
10.2V 24141 17204 13204 7948 4811 293.8 29,7 1779 1511 1024 87.6 452
10.5V 2295 8 16562 12757 770,8 467,2 2873 2134 1746 | 84 100,7 86,2 446
10.8V 21282 16614 12103 7365 4480 2783 2072 1698 | 147 984 84,3 43,7
111V 19061 14318 11206 6896 4235 266,3 198.9 163,5 . 139.6 953 | 81.8 426

According with:

PN-EM 60896-21:2007
PN-EN 60896-22:2007
PN-EM 61056-1:2013
PN-EM 61056-2:2013
PN-E-83016:1939
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