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T
Nominal voltage 12V A ITT00T 0TI ITTIuunnnnnIF
Riomiinal capacit 211,4 Ah @ C20 to 1,75 V/cell at 20°C E
paclly 200,0 Ah @ C10 1o 1,80 V/cell at 20°C
Length 522 mm
Dimensions Width 240 mm
. . 205
Height / Total height 219 /224 mm |
Weight ~ 60,0 kg @-
VRLA (Valve Regulated Lead Acid) o E ﬂ (1 ﬂ ﬂ
Technology AGM (Absorbent Glass Mat) = k U L J U J
Design life time 12 years (trickle use at 20°C) @
Internal resistance ~ 4,0 mQ (full charged)
Discharge -20°C ~ +60°C
. 240
Operating temperature Charge 0°C ~ +60°C N N i
range
. . g
Storage -20°C ~ +60°C 1 4 |
. /_‘2',' /’,d Eel
Normal operating 420°C £ 5°C - 1
temperature range o
Maximum discharge 2000 A (5 sek.)
current
Short circuit current 3430 A
Recommended maximum 600 A
charging current ' r~ o ) M\
- ()
Charging voltage Standby use (at 20°C) 13,5~ 13,8 VDC ™ |
Cycle use (at 20°C) 14,4~ 14,8 VDC \ upPs J | meecom \Eﬂzz‘ifxg‘;
Self discharge Monthly is less than 3% at 20°C 7~ . ¥ ™ ~
Container material ABS UL94HB (optional UL94-V/0) : A ?.'
) ) . DC POWER - BATTERY
Terminal types Internal thread M8 (breaking torque 10 + 12 Nm) ENERGY SECURITY
\_ utiumies J \_ SUPPLY ) N SYSTEMS )

Voltage / time 5 min 10 min 15 min 30 min 1h 2h 3h 4h Sh 8h 10h 20 h
96V 631,59 44216 347,94 209,84 123,14 7377 54,72 44,44 37,52 25,07 21,32 10,93
100V 608,77 428,98 338,82 205,23 120,86 72,69 53,99 43,89 37,08 24,82 21,12 10,85
10.2V 579,08 411,70 326,84 199,14 117,84 71,26 53,02 43,16 36,51 24,48 20,85 10,73
105V 540,95 389,33 311,23 191,16 113,86 69,36 51,74 42,18 35,74 24,03 20,49 10,57
108V 492,87 360,76 291,16 180,83 108,68 66,86 50,04 40,89 34,73 23,44 20,01 10,37
1.1V 433,73 325,02 265,82 167,63 102,00 63,61 47,83 39,21 33,40 22,65 19,38 10,09

CONSTANT POWER DISCHARGE CHARACTERISTICS (W at 20°C)

Voltage/ time 5 min 10 min 15 min 30 min 1h 2h 3h 4h S5h 8h 10h 20 h
96V 65226 45772 3704,4 23211 1402,2 8515 636,5 519,6 440,4 298,2 2552 1311
100V 6453,8 45585 3683,2 23039 1390,8 8451 631,9 5159 437,6 296,1 2533 130,3
10.2V 6207,6 44239 3584,0 22482 1360,7 8310 622,1 508,4 4317 292,4 250,2 129,0
105V 5903,4 4258,8 34625 21804 1321,4 812,6 609,6 498,8 424,0 287,6 246,2 127,3
10.8V 54724 40151 3285,0 2083,3 1267,3 7873 592,0 4853 413,5 2811 240,8 125,0
11V 4901,4 3681,6 3041,6 1950,4 1197,9 7531 568,3 4671 399,0 272,4 233,6 121,8

According with:

PN-EN 60896-21:2007 1ISC 9001
PN-EN 60896-22:2007 ISC 14001
PN-EN 61056-1:2013 UL1989
PN-EN 61056-2:2013
PN-E-83016:1999



