98 sbL100-12i R

Nominal voltage 12V

107,0 Ah @ C20 to 1,75 V/cell at 20°C
100,0 Ah @ C10 to 1,80 V/cell at 20°C
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Nominal capacity

J
=

Length 330 mm
Dimensions Width 171 mm
Height / Total height 215/222 mm
Weight ~29,0 kg
Technology VRLA (Valve Regulated Lead Acid) |
AGM (Absorbent Glass Mat) : [_ _~|__|>_ _}
Design life time 12 years (float charging at 20°) |
Internal resistance ~ 5,7 mQ (full charged)
Discharge -20°C ~ +60°C 17
Operating temperature Charge 0°C ~ +60°C %:T-zlvﬁ
range
Storage -20°C ~ +60°C
Normal operating +20°C + 5°C

Maximum discharge 900 A (5 sek)

temperature range ‘
|

current

Short circuit current 2100 A

Recommended maximum 300A

charging current k r- ~N 7 ( ) ™\
— ()

Charging voltage Standby use (at 20°C) 13,5~ 13,8 VDC 5 |

Cycle use (at 20°C) 14,4 ~ 14,8 VDC ups ) [ erecom ——

. P 4\ LIGHTING /
Self discharge Monthly is less than 3% at 20°C -~ “ 7 LT a N\
Container material ABS UL94HB (optional UL94-V0) A ;g.: AGM
Terminal types Internal thread M8 (breaking torque 10 + 12 Nm) Fa, DC POWER SECURITY BATTERY
\_ utiumies J \_ SUPPLY) N SYSTEMS )

Voltage / time 5 min 10 min 15 min 30 min 1h 2h 3h 4h Sh 8h 10h 20 h
96V ‘ 281,40 ‘ 210,00 173,00 98,90 | 61,00 ‘ 3414 ‘ 2510 20,92 17,60 12,32 10,80 5,50
100V 263,98 197,00 164,00 95,00 60,60 33,46 24,60 20,50 17,30 12,11 10,60 5,45
10.2V 243,88 182,00 156,00 92,20 59,70 32,78 24,10 20,08 17,00 11,90 10,40 5,40
105V 227,80 170,00 145,00 89,30 58,90 31,96 23,50 19,58 16,60 11,62 10,20 5,35
108V 209,04 156,00 136,00 87,40 57,10 31,01 22,80 19,00 16,30 11,41 10,00 5,30
11V 200,68 149,76 130,56 83,90 54,82 29,77 21,89 18,24 15,65 10,95 9,60 5,09

CONSTANT POWER DISCHARGE CHARACTERISTICS (W at 20°C)

Voltage/ time 5 min 10 min 15 min 30 min 1h 2h 3h 4h S5h 8h 10h 20 h
96V 2990,9 2232,0 1824,0 1116,0 714,0 409,2 290,4 2420 202,8 142,0 107,5 54,8
100V 2838,1 2118,0 1794,0 1080,0 702,0 402,0 286,8 239,0 201,6 1411 106,8 54,4
10.2V 2693,4 2010,0 1740,0 1056,0 696,0 3948 283,8 236,5 199,8 139,9 105,9 53,9
105V 2548,7 1902,0 1674,0 1020,0 672,0 387,6 280,2 2335 199,2 139,4 105,6 53,8
10.8V 2379,8 1776,0 1620,0 984,0 654,0 3834 275,4 2295 197,4 138,2 104,6 53,3
11V 22846 1705,0 1555,2 9446 627,8 3681 264,4 2203 189,5 132,7 100,4 51:2

According with:

PN-EN 60896-21:2007 1ISC 9001
PN-EN 60896-22:2007 ISC 14001
PN-EN 61056-1:2013 UL1989
PN-EN 61056-2:2013
PN-E-83016:1999



